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1. About Us
GN Solids Control is an international top class brand for solids control equipment and shaker screens with location in 
China, USA and Russia. GN Solids Control manufacture top quality replacement shaker screens according to API RP 
13C standard for GN shakers and all other major brand shakers for the drilling industry.

GN Solids China

GN Shaker Screen Factory Steel Frame Fabrication Machine

GN Solids America

Composite Frame Injection Machine Screen Packed for Delivery
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2. GN Screen Advantages
GN Shaker Screen is tested by independent third party USA  company according to API RP 13C(I-SO13501).
(Please contact GN for detailed API RP13C testing report.) The test result is as following:

●● Automatic Robot Welding of the steel frame to have better quality 
and consistency.

●● High quality fiber glass to improve plastic quality and screen 
temperature resistant to 140 °C degree.

●● Four-side tension of mesh during the heat press to minimize the gap 
between the top screen and support screens, in a result extending 
the screen life. GN competitors normally do not use any tension 
technology for heat press.

●● GN 3-layer wire mesh for API 60 and above for longer screen life, 
GN competitor normally use 3-layer only for API 120 and above.

●● GN high performance wire mesh configuration is compliant to API 
RP 13C with normally longer screen life.

●● GN comprehensive line composite frame replacement screen for 
GN shakers, MI-Swaco Mongoose, MI-Swaco

●● MD-3/MD-2, Nov Brandt Cobra, Venom, VSM-300, FSI screen, Derrick FLC 2000 FLC 500 etc. And GN can 
customize the injection mold for clients’ screen dimension.

●● The composite frame screen is repairable to save cost.

●● Compared to metal frame, the composite frame useable area is 10% to 20 % larger.

●● Since the composite frame is covered by plastic, it is rust resistant for long time storage up to over 5 years.
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ASTM Mesh and Cut Point

D100 Cut Point ASTM Single Mesh

2000 microns ASTM 10 Mesh

1000 microns ASTM 18 Mesh

850 microns ASTM 20 Mesh

710 microns ASTM 25 Mesh

600 microns ASTM 30 Mesh

500 microns ASTM 35 Mesh

425 microns ASTM 40 Mesh

355 microns ASTM 45 Mesh

300 microns ASTM 50 Mesh

250 microns ASTM 60 Mesh

212 microns ASTM 70 Mesh

180 microns ASTM 80 Mesh

150 microns ASTM 100 Mesh

125 microns ASTM 120 Mesh

106 microns ASTM 140 Mesh

90 microns ASTM 170 Mesh

75 microns ASTM 200 Mesh

63 microns ASTM 230 Mesh

53 microns ASTM 270 Mesh

45 microns ASTM 325 Mesh

38 microns ASTM 400 Mesh

API No. and Cut Point Table 

D100 Cut Point API No.

> 1850.0 TO 2180.0 API 10

> 780.0 TO 925.0 API 20

> 462.5 TO 550.0 API 35

> 390.0 TO 462.5 API 40

> 275.0 TO 327.5 API 50

> 231.0 TO 275.0 API 60

> 196.0 TO 231.0 API 70

> 165.0 TO 196.0 API 80

> 137.5 TO 165.0 API 100

> 116.5 TO 137.5 API 120

> 98.0 TO 116.5 API 140

> 82.5 TO 98.0 API 170

> 69.0 TO 82.5 API 200

> 58.0 TO 69.0 API 230

> 49.0 TO 58.0 API 270

> 41.5 TO 49.0 API 325

>35.0 TO 41.5 API 400

NOTE
1) ASTM is short for The American Society for Testing and Materials, ASTM E11:01 mesh equals to ISO 3310-

1:2000 mesh. This method determines the cut point of single layer ASTM screen mesh size. For shaker screen 
mesh, normally means the surface screen mesh size. Whilst the shaker screen is usually a composition of 2 or 3 
layers, the cut point of the first layer mesh is not equal to the final shaker screen cut point. 

2) API is short for American Petroleum Institute, “API Number” is determined by API RP13C or ISO13501, the 
cut point is related to the combined 3-layer wire mesh test result. So before order, GN will need API number, or 
the cut point, to define a more proper shaker screen configuration.

3. ASTM Mesh and API Cut Point
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GN Solids Control sells around 200 shale shakers a year, we have shale shakers operate around the world. To use GN 
OEM screen will improve your shaker performance and save your operational cost.OEM Shaker Screen for GNZS 
series shale shaker include screen for GNZS703, GNZS752, GNZS594 shale shaker and  screen for GNZJ703,GNZ-
J752,GNZJ594 mud cleaners.

Replacement Shaker Screen for MI-Swaco MONGOOSE PRO, MONGOOSE PT & MEERKAT, ALS, BEM, MD-3 se-
ries shale shaker or mud cleaner. Available in Steel frame or composite frame.

4. GN Shaker Screen Types

4.1 GN OEM Screen

4.2 Replacement Screen for MI-Swaco Shaker
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Replacement Shaker Screen for Derrick FLC 2000, FLC 500 series shale shaker and  mud clean-er. The screens are 
available in flat screen or pyramid screen. Composite screen is available for high quality and longer screen life.

Replacement Shaker Screen for NOV Brandt Cobra, King Cobra, Mini Cobra, Venom, LCM-2D, LCM-3D, VSM 300 
series and D380/D285P shale shaker and mud cleaner. Available in steel frame or composite frame.

Other replacement shaker screen for Fluid Systems 29×42, Kemtron/Elgin KPT series and other shale shaker manufac-
turer .Customized or OEM Shaker Screens are available.

4.3 Replacement Screen for Derrick Shaker

4.4 Replacement Screen for NOV Brandt

4.5 Other shaker screen or customized screens
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5. GN Shaker Screen

GN Solids Control sells around 200 shale shakers a year, we have shale shakers operate around the world. To use GN 
OEM screen will improve your shaker performance and save your operational cost.OEM Shaker Screen for GNZS 
series shale shaker include screen for GNZS703, GNZS752, GNZS594 shale shaker and  screen for GNZJ703,GNZ-
J752,GNZJ594 mud cleaners.

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

G75F Composite Screen API 20 GLA020 809 10.88 5.2 G75FGLA020C
G75F Composite Screen API 35 GLA035 538 9.69 5.2 G75FGLA035C
G75F Composite Screen API 40 GLA040 439 8.64 5.2 G75FGLA040C
G75F Composite Screen API 50 GLA050 285 5.17 5.2 G75FGLA050C
G75F Composite Screen API 60 GRA060 268 4.1 5.2 G75FGRA060C
G75F Composite Screen API 70 GRA070 203 3.33 5.2 G75FGRA070C
G75F Composite Screen API 80 GRA080 193 2.76 5.2 G75FGRA080C
G75F Composite Screen API 100 GRA100 164 2.66 5.2 G75FGRA100C
G75F Composite Screen API 120 GRA120 134 1.89 5.2 G75FGRA120C
G75F Composite Screen API 140 GRA140 101 1.89 5.2 G75FGRA140C
G75F Composite Screen API 170 GRA170 83 1.34 5.2 G75FGRA170C
G75F Composite Screen API 200 GRA200 73 1.32 5.2 G75FGRA200C
G75F Composite Screen API 230 GRA230 68 0.71 5.2 G75FGRA230C
G75F Composite Screen API 270 GRA270 57 0.67 5.2 G75FGRA270C
G75F Composite Screen API 325 GRA325 44 0.39 5.2 G75FGRA325C

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

G70F Composite Screen API 20 GLA020 809 10.88 6.8 G70FGLA020CG
G70F Composite Screen API 35 GLA035 538 9.69 6.8 G70FGLA035CG
G70F Composite Screen API 40 GLA040 439 8.64 6.8 G70FGLA040CG
G70F Composite Screen API 50 GLA050 285 5.17 6.8 G70FGLA050CG
G70F Composite Screen API 60 GRA060 268 4.1 6.8 G70FGRA060CG
G70F Composite Screen API 70 GRA070 203 3.33 6.8 G70FGRA070CG
G70F Composite Screen API 80 GRA080 193 2.76 6.8 G70FGRA080CG
G70F Composite Screen API 100 GRA100 164 2.66 6.8 G70FGRA100CG
G70F Composite Screen API 120 GRA120 134 1.89 6.8 G70FGRA120CG
G70F Composite Screen API 140 GRA140 101 1.89 6.8 G70FGRA140CG
G70F Composite Screen API 170 GRA170 83 1.34 6.8 G70FGRA170CG
G70F Composite Screen API 200 GRA200 73 1.32 6.8 G70FGRA200CG
G70F Composite Screen API 230 GRA230 68 0.71 6.8 G70FGRA230CG
G70F Composite Screen API 270 GRA270 57 0.67 6.8 G70FGRA270CG
G70F Composite Screen API 325 GRA325 44 0.39 6.8 G70FGRA325CG

5.2 Shaker Screen for GNZS703F/GNZJ703F series shaker or mud cleaner.

5.1 Shaker Screen for GNZS752F/GNZJ752F series shaker or mud cleaner.
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5.3 GN Shale Shaker Advantages

Italy OLI or US Mar-
tin Brand Vibration 
Motors
GN Ex Control panel 
wi th  SIEMENS or 
Schneider Component 

Mechanical Deck an-
gle adjustable while 
working system to 
work reliably for dif-
ferent drilling fluids

Pretent ioned com-
posite frame screen 
with Gear unit for fast 
screen change and 
longer screen llife

1)User friendly shaker 
l ock ing  sy s t em 
made from stain-
less steel.

2) The vibration spring 
is  covered wi th 
rubber for safety 
and less noise.

1) Heavy Duty design and heat 
treatment for the shaker basket 
to get the adjustable  G force up 
to 8.0G.

2) The shaker bed below the screen 
is made from stainless steel to 
have anti-corrosion features for 
longer life. 

3) Patent shaker screen seal tech-
nology for avoiding fine solids 
bypass and to have easy mainte-
nance.
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5.4 GN Shale Shaker Specs

GNZS752 series Mini shakers have been widely used in trench-less HDD, 
water well drilling, diamond core drilling etc., best option for compact 
system and low flow rate.

GNZS703 & GNZS594 series single deck shale shaker is popular in oil gas 
drilling, big trench-less HDD projects, or other industry separation demand.

GNZS706 series double deck shaker is properly designed for piling, TBM, 
big oil gas rig, big trench-less project, or the industry separation for multi-
phase separation.

Model GNZS752F-MDZF GNZS703F-SDZF GNZS703F-SHBF GNZS594F-SHBF GNZS706F-SHBF

Vibration Mode Linear Motion
Capacity(m³/h) 45(200GPM) 120(528GPM) 140(616GPM) 140(616GPM)

Vibration 
Motor(Kw) 2×1.0 2×1.72 2×1.94

Screen Qty(Pcs) 2 3 4 6

Screen Size(mm) 750×900 700×1250×29 585×1165×40 Up:750×900
Down:700×1250

Screen Area(m2) 1.35 2.63 2.73 Up:2.03             
Down:2.63

Adjustable G Force ≤7.5G ≤7.3G
Vibration 

Amplitude(mm) 4.14~5.96 4.04~5.82

Deck Angle Range +2° -1°~+5° 
Feeding Type Top Box Feeder Weir Feeder

Weir Height(mm) 714 1060 895
EX Standard ExdIIBt4 / IEC EX/ ATEX
Weight(Kg) 929 1665 1571 1624 1795

L×W×H(mm) 1816×1657×1083 2462×2007×1476 2744×1968×1435 2989×1968×1435 2744×1968×1435

Remarks Above capacity only for reference, actual capacity will be various as per screen API No. and mud 
conditions
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6. Replacement Screen For MI-Swaco Shaker

6.1 Replacement Screen for GNZS594/GNZJ594 or MI-Swaco MONGOOSE & MEERKAT 

6.2 Replacement Screen for MI Swaco MD-2/MD-3 Shaker

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

G59E Composite screen API 20 GLA020 809 10.88 5.5 G59EGLA020CG
G59E Composite screen API 35 GLA035 538 9.69 5.5 G59EGLA035CG
G59E Composite screen API 40 GLA040 439 8.64 5.5 G59EGLA040CG
G59E Composite screen API 50 GLA050 285 5.17 5.5 G59EGLA050CG
G59E Composite screen API 60 GRA060 268 4.1 5.5 G59EGRA060CG
G59E Composite screen API 70 GRA070 203 3.33 5.5 G59EGRA070CG
G59E Composite screen API 80 GRA080 193 2.76 5.5 G59EGRA080CG
G59E Composite screen API 100 GRA100 164 2.66 5.5 G59EGRA100CG
G59E Composite screen API 120 GRA120 134 1.89 5.5 G59EGRA120CG
G59E Composite screen API 140 GRA140 101 1.89 5.5 G59EGRA140CG
G59E Composite screen API 170 GRA170 83 1.34 5.5 G59EGRA170CG
G59E Composite screen API 200 GRA200 73 1.32 5.5 G59EGRA200CG
G59E Composite screen API 230 GRA230 68 0.71 5.5 G59EGRA230CG
G59E Composite screen API 270 GRA270 57 0.67 5.5 G59EGRA270CG
G59E Composite screen API 325 GRA325 44 0.39 5.5 G59EGRA325CG

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

SMD3 Composite screen API 10 GLA010 1957 40.92 2.64 SMD3GLA010CG 
SMD3 Composite screen API 20 GLA020 809 10.88 2.64 SMD3GLA020CG 
SMD3 Composite screen API 35 GLA035 538 9.69 2.64 SMD3GLA035CG
SMD3 Composite screen API 40 GLA040 439 8.64 2.64 SMD3GLA040CG
SMD3 Composite screen API 50 GLA050 285 5.17 2.64 SMD3GLA050CG
SMD3 Composite screen API 60 GRA060 268 4.1 2.64 SMD3GRA060CG
SMD3 Composite screen API 70 GRA070 203 3.33 2.64 SMD3GRA070CG
SMD3 Composite screen API 80 GRA080 193 2.76 2.64 SMD3GRA080CG
SMD3 Composite screen API 100 GRA100 164 2.66 2.64 SMD3GRA100CG
SMD3 Composite screen API 120 GRA120 134 1.89 2.64 SMD3GRA120CG
SMD3 Composite screen API 140 GRA140 101 1.89 2.64 SMD3GRA140CG
SMD3 Composite screen API 170 GRA170 83 1.34 2.64 SMD3GRA170CG
SMD3 Composite screen API 200 GRA200 73 1.32 2.64 SMD3GRA200CG
SMD3 Composite screen API 230 GRA230 68 0.71 2.64 SMD3GRA230CG
SMD3 Composite screen API 270 GRA270 57 0.67 2.64 SMD3GRA270CG
SMD3 Composite screen API 325 GRA325 44 0.39 2.64 SMD3GRA325CG

Remarks: MI-Swaco, MONGOOSE,MEERKAT and MD-2/MD-3 are trademarks of Schlumberger company.11
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7. Replacement Screen For NOV Brandt Shaker
7.1 Replacement Screen for NOV Brandt Cobra, King Cobra, Mini Cobra, Venom, LCM-2D, LCM-3D 
shaker.

7.2 Replacement Screen for NOV Brandt D380/D285P

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

B635 composite screen API 20 GLA020 809 10.88 6.0 B635GLA020CG
B635 composite screen API 35 GLA035 538 9.69 6.0 B635GLA035CG
B635 composite screen API 40 GLA040 439 8.64 6.0 B635GLA040CG
B635 composite screen API 50 GLA050 285 5.17 6.0 B635GLA050CG
B635 composite screen API 60 GRA060 268 4.1 6.0 B635GRA060CG
B635 composite screen API 70 GRA070 203 3.33 6.0 B635GRA070CG
B635 composite screen API 80 GRA080 193 2.76 6.0 B635GRA080CG
B635 composite screen API 100 GRA100 164 2.66 6.0 B635GRA100CG
B635 composite screen API 120 GRA120 134 1.89 6.0 B635GRA120CG
B635 composite screen API 140 GRA140 101 1.89 6.0 B635GRA140CG
B635 composite screen API 170 GRA170 83 1.34 6.0 B635GRA170CG
B635 composite screen API 200 GRA200 73 1.32 6.0 B635GRA200CG
B635 composite screen API 230 GRA230 68 0.71 6.0 B635GRA230CG
B635 composite screen API 270 GRA270 57 0.67 6.0 B635GRA270CG
B635 composite screen API 325 GRA325 44 0.39 6.0 B635GRA325CG

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

B380 composite screen API 20 GLA020 809 10.88 5.8 B380GLA020CG
B380 composite screen API 35 GLA035 538 9.69 5.8 B380GLA035CG
B380 composite screen API 40 GLA040 439 8.64 5.8 B380GLA040CG
B380 composite screen API 50 GLA050 285 5.17 5.8 B380GLA050CG
B380 composite screen API 60 GRA060 268 4.1 5.8 B380GRA060CG
B380 composite screen API 70 GRA070 203 3.33 5.8 B380GRA070CG
B380 composite screen API 80 GRA080 193 2.76 5.8 B380GRA080CG
B380 composite screen API 100 GRA100 164 2.66 5.8 B380GRA100CG
B380 composite screen API 120 GRA120 134 1.89 5.8 B380GRA120CG
B380 composite screen API 140 GRA140 101 1.89 5.8 B380GRA140CG
B380 composite screen API 170 GRA170 83 1.34 5.8 B380GRA170CG
B380 composite screen API 200 GRA200 73 1.32 5.8 B380GRA200CG
B380 composite screen API 230 GRA230 68 0.71 5.8 B380GRA230CG
B380 composite screen API 270 GRA270 57 0.67 5.8 B380GRA270CG
B380 composite screen API 325 GRA325 44 0.39 5.8 B380GRA325CG

Remarks: NOV, Brandt,Cobra,King Cobra, Mini Cobra, Venom, LCM-2D, LCM-3, D380/D285P are trademarks of National Oil Varco Company.12
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7.3 Replacement Screen for VSM300 Shaker Scalping Deck

7.4 Replacement Screen for VSM300 Shaker Primary Deck

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

BVS1 composite screen API 10 GLA010 1957 40.92 4.6 BVS1GLA010CG
BVS1 composite screen API 20 GLA020 809 10.88 4.6 BVS1GLA020CG
BVS1 composite screen API 35 GLA035 538 9.69 4.6 BVS1GLA035CG
BVS1 composite screen API 40 GLA040 439 8.64 4.6 BVS1GLA040CG
BVS1 composite screen API 50 GLA050 285 5.17 4.6 BVS1GLA050CG
BVS1 composite screen API 60 GRA060 268 4.1 4.6 BVS1GRA060CG
BVS1 composite screen API 70 GRA070 203 3.33 4.6 BVS1GRA070CG
BVS1 composite screen API 80 GRA080 193 2.76 4.6 BVS1GRA080CG
BVS1 composite screen API 100 GRA100 164 2.66 4.6 BVS1GRA100CG

Screen name API No. Wire mesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

BVS2 composite screen API 20 GLA020 809 10.88 4.6 BVS2GLA020CG
BVS2 composite screen API 35 GLA035 538 9.69 4.6 BVS2GLA035CG
BVS2 composite screen API 40 GLA040 439 8.64 4.6 BVS2GLA040CG
BVS2 composite screen API 50 GLA050 285 5.17 4.6 BVS2GLA050CG
BVS2 composite screen API 60 GRA060 268 4.1 4.6 BVS2GRA060CG
BVS2 composite screen API 70 GRA070 203 3.33 4.6 BVS2GRA070CG
BVS2 composite screen API 80 GRA080 193 2.76 4.6 BVS2GRA080CG
BVS2 composite screen API 100 GRA100 164 2.66 4.6 BVS2GRA100CG
BVS2 composite screen API 120 GRA120 134 1.89 4.6 BVS2GRA120CG
BVS2 composite screen API 140 GRA140 101 1.89 4.6 BVS2GRA140CG
BVS2 composite screen API 170 GRA170 83 1.34 4.6 BVS2GRA170CG
BVS2 composite screen API 200 GRA200 73 1.32 4.6 BVS2GRA200CG
BVS2 composite screen API 230 GRA230 68 0.71 4.6 BVS2GRA230CG
BVS2 composite screen API 270 GRA270 57 0.67 4.6 BVS2GRA270CG
BVS2 composite screen API 325 GRA325 44 0.39 4.6 BVS2GRA325CG

Remarks: NOV, Brandt,VSM 300 are trademarks of National Oil Varco Company.13
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8.  Replacement Screen for Derrick Shaker
8.1 Replacement Flat Screen For Derrick 500 Series

8.2 Replacement Pyramid Screen For Derrick 500 Series

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

D50P flat screen API 20 GLA020 809 10.88 4.05 D50PGLA020MG
D50P flat screen API 35 GLA035 538 9.69 4.05 D50PGLA035MG
D50P flat screen API 40 GLA040 439 8.64 4.05 D50PGLA040MG
D50P flat screen API 50 GLA050 285 5.17 4.05 D50PGLA050MG
D50P flat screen API 60 GRA060 268 4.1 4.05 D50PGRA060MG 
D50P flat screen API 70 GRA070 203 3.33 4.05 D50PGRA070MG
D50P flat screen API 80 GRA080 193 2.76 4.05 D50PGRA080MG
D50P flat screen API 100 GRA100 164 2.66 4.05 D50PGRA100MG
D50P flat screen API 120 GRA120 134 1.89 4.05 D50PGLA120MG
D50P flat screen API 140 GRA140 101 1.89 4.05 D50PGRA140MG
D50P flat screen API 170 GRA170 83 1.34 4.05 D50PGRA170MG
D50P flat screen API 200 GRA200 73 1.32 4.05 D50PGRA200MG
D50P flat screen API 230 GRA230 68 0.71 4.05 D50PGRA230MG
D50P flat screen API 270 GRA270 57 0.67 4.05 D50PGRA270MG
D50P flat screen API 325 GRA325 44 0.39 4.05 D50PGRA325MG

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

D50D pyramid  screen API 20 GLA020 809 10.88 8.3 D50DGLA020MG
D50D pyramid  screen API 35 GLA035 538 9.69 8.3 D50DGLA035MG
D50D pyramid  screen API 40 GLA040 439 8.64 8.3 D50DGLA040MG
D50D pyramid  screen API 50 GLA050 285 5.17 8.3 D50DGLA050MG
D50D pyramid  screen API 60 GRA060 268 4.1 8.3 D50DGRA060MG
D50D pyramid  screen API 70 GRA070 203 3.33 8.3 D50DGRA070MG
D50D pyramid  screen API 80 GRA080 193 2.76 8.3 D50DGRA080MG
D50D pyramid  screen API 100 GRA100 164 2.66 8.3 D50DGRA100MG
D50D pyramid  screen API 120 GRA120 134 1.89 8.3 D50DGRA120MG
D50D pyramid  screen API 140 GRA140 101 1.89 8.3 D50DGRA140MG
D50D pyramid  screen API 170 GRA170 83 1.34 8.3 D50DGRA170MG
D50D pyramid  screen API 200 GRA200 73 1.32 8.3 D50DGRA200MG
D50D pyramid  screen API 230 GRA230 68 0.71 8.3 D50DGRA230MG
D50D pyramid  screen API 270 GRA270 57 0.67 8.3 D50DGRA270MG
D50D pyramid  screen API 325 GRA325 44 0.39 8.3 D50DGRA325MG

Remarks: Derrick and Derrick 500 are trademarks of Derrick Corporation.14
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8.3 Replacement Flat Screen For Derrick 2000/48-30 Series

8.4 Replacement Pyramid Screen For Derrick 2000/48-30 Series

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

D20P Flat Screen API 20 GLA020 809 10.88 5.3 D20PGLA020MG
D20P Flat Screen API 35 GLA035 538 9.69 5.3 D20PGLA035MG
D20P Flat Screen API 40 GLA040 439 8.64 5.3 D20PGLA040MG
D20P Flat Screen API 50 GLA050 285 5.17 5.3 D20PGLA050MG
D20P Flat Screen API 60 GRA060 268 4.1 5.3 D20PGRA060MG
D20P Flat Screen API 70 GRA070 203 3.33 5.3 D20PGRA070MG
D20P Flat Screen API 80 GRA080 193 2.76 5.3 D20PGRA080MG
D20P Flat Screen API 100 GRA100 164 2.66 5.3 D20PGRA100MG
D20P Flat Screen API 120 GRA120 134 1.89 5.3 D20PGRA120MG
D20P Flat Screen API 140 GRA140 101 1.89 5.3 D20PGRA140MG
D20P Flat Screen API 170 GRA170 83 1.34 5.3 D20PGRA170MG
D20P Flat Screen API 200 GRA200 73 1.32 5.3 D20PGRA200MG
D20P Flat Screen API 230 GRA230 68 0.71 5.3 D20PGRA230MG
D20P Flat Screen API 270 GRA270 57 0.67 5.3 D20PGRA270MG
D20P Flat Screen API 325 GRA325 44 0.39 5.3 D20PGRA325MG

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

D20D  pyramid screen API 20 GLA020 809 10.88 8.3 D20DGLA020MG
D20D  pyramid screen API 35 GLA035 538 9.69 8.3 D20DGLA035MG
D20D  pyramid screen API 40 GLA040 439 8.64 8.3 D20DGLA040MG
D20D  pyramid screen API 50 GLA050 285 5.17 8.3 D20DGLA050MG
D20D  pyramid screen API 60 GRA060 268 4.1 8.3 D20DGRA060MG
D20D  pyramid screen API 70 GRA070 203 3.33 8.3 D20DGRA070MG
D20D  pyramid screen API 80 GRA080 193 2.76 8.3 D20DGRA080MG
D20D  pyramid screen API 100 GRA100 164 2.66 8.3 D20DGRA100MG
D20D  pyramid screen API 120 GRA120 134 1.89 8.3 D20DGRA120MG
D20D  pyramid screen API 140 GRA140 101 1.89 8.3 D20DGRA140MG
D20D  pyramid screen API 170 GRA170 83 1.34 8.3 D20DGRA170MG
D20D  pyramid screen API 200 GRA200 73 1.32 8.3 D20DGRA200MG
D20D  pyramid screen API 230 GRA230 68 0.71 8.3 D20DGRA230MG
D20D  pyramid screen API 270 GRA270 57 0.67 8.3 D20DGRA270MG
D20D  pyramid screen API 325 GRA325 44 0.39 8.3 D20DGRA325MG

Remarks: Derrick and Derrick 2000 are trademarks of Derrick Corporation.15
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9. Replacement Shaker Screen for Fluid Systems
9.1 Replacement Screen For Fluid Systems 29×42 Shaker

Screen name API No. Wiremesh 
type

D100 cut 
point(um)

Conductance 
(kD/mm)

Non-blank area 
(Sq.Ft) Part No.

F737 composite screen API 20 GLA020 809 10.88 6 F737GLA020CG
F737 composite screen API 35 GLA035 538 9.69 6 F737GLA035CG
F737 composite screen API 40 GLA040 439 8.64 6 F737GLA040CG
F737 composite screen API 50 GLA050 285 5.17 6 F737GLA050CG
F737 composite screen API 60 GRA060 268 4.1 6 F737GRA060CG
F737 composite screen API 70 GRA070 203 3.33 6 F737GRA070CG
F737 composite screen API 80 GRA080 193 2.76 6 F737GRA080CG
F737 composite screen API 100 GRA100 164 2.66 6 F737GRA100CG
F737 composite screen API 120 GRA120 132 1.89 6 F737GRA120CG
F737 composite screen API 140 GRA140 101 1.89 6 F737GRA140CG
F737 composite screen API 170 GRA170 83 1.34 6 F737GRA170CG
F737 composite screen API 200 GRA200 73 1.32 6 F737GRA200CG
F737 composite screen API 230 GRA230 68 0.71 6 F737GRA230CG
F737 composite screen API 270 GRA270 57 0.67 6 F737GRA270CG
F737 composite screen API 325 GRA325 44 0.39 6 F737GRA325CG

Remarks: Fluid Systems are trademarks of Fluid Systems Inc.17
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GN General Brochure (2017)

Separation Equipment
Centrifuge / Solids Control / Shaker Screen

Headquater : Hebei GN Solids Control Co.,Ltd
Address: No.3 Industry Road,Dachang Chaobai River 
Development Area,Langfang, China 065300· 
Location: 40KM to Beijing International Airport 
Tel: +86-316-5276989  / 5276988 / 5276990  
Fax: +86-316-5276997 / 5276990 
Email: sales@gnsolidscontrol.com  
Web: http://www.gnsolidscontrol.com

GN Houston, Texas : GN Solids America LLC
Add: 6710 Windfern Road, Houston, TX 77040, USA 
TEL: +1-713-8780880 / 1-832-288-5917
Email: usa@gnsolidscontrol.com 
Web: http://www.gnsolidsamerica.com

Add: Moscow，Russia
Tel: +7 965 411 3895/ +7 968 950 3149
Email: sales@gnsolidscontrol.com 
Web: http://www.gnsolidscontrol.ru


